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Best Practice Category: Civil Document #: BP087  
 Category the document will be located on the Intranet under Best Practices  BP + Sequential Number = Category 

Document Title: Stacking Steel Ply Forms, Racks, Material and Cribbing 
    

Owner:   Effective 
Date: 09/10/2020 

Revision #: 0 

 BUL of Originating Business Unit     

 
 

Business Unit Designation: 
 BU 01 - Infrastructure BU 02 - BR Civil BU 04 - Houston Civil

 BU 15 - Deep Foundations  BU 23 - Marine BU 29 - BR Mechanical BU 30 - Houston Mechanical

 Pipe Fab Facility  Form Fab Facility Westport Operations Cajun Office Facilities  
A check next to a Business Unit indicates this best practice is required by that business unit and therefore is a mandatory Standard 

Operating Procedure (SOP) for that business unit. 

 
 
PURPOSE: 
 

The purpose of this requirement is to prevent injuries associated with the stacking of steel-ply 
forms and material on cribbing. 

 
 
 PROCESS: 
 

To protect employees from forms and material shifting and falling over. 

1. Steel-ply forms must never be stacked more than 15 high. Also, the bottom form must be facing 
down, to ensure a flat and stable surface while transporting by forklift. When forms are not 
banded they should be secured by using a binder strap. 

2. Items placed on cribbing; all cribbing must be the same width or wider than its height. 
(Example; never use a single or multiple 2”x4”s stood up on the edge, do not stack 4”x4”s on 
top of each other.) 2”x4”s can only be used if laid flat and stacked on top of each other. Each 
2”x4” laid flat meets the requirement, its wider than its height. 
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3. The following chart gives the weights of various sizes of steel ply forms. Per Cajun’s 
manual lifting policy, no one employee may lift over 50 lbs. by his/herself. 
 

 

4. Metal Racks are available for use. They can be requested and delivered from the 
Business Unit, like gang boxes and generators you currently have delivered to your 
jobsite: 
a. Racks for cribbing and bundles of lumber. To easily store, band, un-band, move 

cribbing and lumber. 
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b. Racks for banding forms. The forms can be quickly stacked into the rack and it keeps them 
straight until they are banded and removed with a forklift. 
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c. Racks for wire mesh panels. The panels can be easily moved and stored neatly. 
 

 
 
 

Approvals 
Title Signature Date 

   
   

 
Revision History 

Rev # Date Reason for Changes Originator Effective Date 
     
     
     
     

 
Note: SOP Requirement 
Work must be performed in accordance with the information in this Best Practice.  If it is determined, that work cannot be done as 
required in the document or that it presents additional risk, you must obtain authorization for variance from the Business Unit Sr. 
Construction Manager and Business Unit Manager of Safety.    


