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Best Practice Category: General Work Document #: BP093GW 
 Category the document will be located on the Intranet under Best Practices  BP + Sequential Number + Category 

Document Title: UTV-ATV Operator and Equipment 
    

Owner:   Effective 
Date:  Revision #: 0 

 BUL of Originating Business Unit     

 
Business Unit Designation: 

 BU 01 - Infrastructure BU 02 - BR Civil BU 04 - Houston Civil

 BU 15 - Deep Foundations  BU 23 - Marine BU 29 - BR Mechanical BU 30 - Houston Mechanical

 Pipe Fab Facility  Form Fab Facility Westport Operations Cajun Office Facilities  
A check next to a Business Unit indicates this best practice is required by that business unit and therefore is a mandatory Standard 

Operating Procedure (SOP) for that business unit. 

 
PURPOSE: 
 
PROCESS: 
UTV/ATV training must be done by approved and P-Vault indexed UTV/ATV Qualifiers. (See Cajun IHS 
volume #28 & SNA volume #61). 
 
UTV/ATV Operator Requirements 
Qualifier must complete or verify the driver: 

• Has a current/valid driver's license (See Cajun lHS volume #28 & SNA volume#61)Basic 5 keys for 
driver HATbox training 

• Review of Cajun UTV/ATV training material with employee (See Cajun IHS volume #28 & SNA 
volume #61) 

• They pass written test  
• They pass practical 
• They understand weekly inspection 
• They understand back in or pull through parking and 360 walk around requirements (See Cajun IHS 

volume #28, SNA volume #61 & Constructors Best Practice #7 360 Degree Walk Around) 
• Issue operator card 

 
UTV/ATV Equipment Requirements (Cajun Owned or Rentals) 

• Fire extinguisher 
• Fiberglass whip antenna with flag 
• Rotating beacons or strobe light on top of cab Head & taillights 
• Parking brake Break lights 
• Back up alarm or at a minimum a horn that can be used to warn when backing Rearview mirrors (one 

side or a center cab mirror is acceptable) 
• ROP's – Roll Over Protection and Seat Belts 

 
UTV/ATV Use Requirements 

• Must have tie down straps or a means for securing items if UTV/ATV is used for transporting items of 
any kind. 



Page 2 of 2 
 

• Items being transported must not extend into the passenger compartment or stick outside the cargo box 
to the sides over 1 foot and not over the rear more than 2 feet.  

• If using the UTV/ATV for towing a trailer the weight capacity can never be exceeded. 
 

 
Approvals 

Title Signature Date 
   
   
   

 
Revision History 

Rev # Date Reason for Changes Originator Effective Date 
     
     
     
     

 
 
 

Note: SOP Requirement 
Work must be performed in accordance with the information in this Best Practice.  If it is determined, that work cannot be done as 
required in the document or that it presents additional risk, you must obtain authorization for variance from the Business Unit Sr. 
Construction Manager and Business Unit Manager of Safety.    


