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  Cajun Designated Concrete Pump Truck Outrigger Pad  

Cajun Industries has chosen the following to be the Cajun Designated Outrigger Pad criteria. 

At a minimum, for all pump trucks 47 Meter or smaller in size, a 5’ foot in diameter by 3” inch thick 
composite round pad shall be used. 
See chart below for Super Duty – Safety Tech Outrigger Pads. 
Highlighted in Yellow . 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

At a minimum, for all pump trucks from 48 Meter to a max of 60 Meter, the same outrigger pad, a 5’ 
foot in diameter by 3” inch thick composite round pad shall be placed on top of an 8’ foot by 8’ foot 
laminated truck mat. See picture below of laminated truck mat. 
See chart above for Super Duty – Safety Tech Outrigger Pads. 
Highlighted in Yellow . 

 
 
 
 
 
 
 
 

This design is only adequate if the ground conditions are at a minimum virgin soil and there are no 
underground installations. (Example: pipes, culverts, catch basins, electrical pull boxes, septic tanks, 
sumps, etc.) If ground conditions are not firm and stable then additional timber mats shall be used. 
(Example: 12”x 12” Oak Timbers bolted together) or an equivalent shall be used with the Cajun 
Designated Outrigger pad placed on top. 
At a minimum, for all pump trucks larger than 60 meter, to include, (actual length 60.1 meters that 
is typically referred to as a 61 meter) and in situations where there are underground installations 
that may need an air gap or bridge over them, a Cajun documented mitigation plan shall be 
developed and shall include engineering calculations that are matched to the specific documented 
outrigger weights. 

It is still the Supervisors responsibility to make sure that an inspection is done of the area before 
any machine, equipped with outriggers, is to be used. (Pump Trucks, Cranes, Boom Trucks, Etc.) 
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